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6389i
6640i 6840i

DP-6740i

Portable carry type
Portable airless sprayer with built-in 

carrying handle. It's ideal for one gun 

residential and maintenance 

applications.

EzElectronic control
Advanced microprocessor control with indicator lights, Delivers 

a consistent spray fan without pressure fluctuation at all 

spraying pressures.

Pressure control Label
The multi-colored pressure control label show 

you the correct pressure settings eliminating 

unnecessary overspray and tip wear.

Quality proven fluid pump 
High quality fluid pump section, Packings are made of the 

long-lasting material. Save your time and money on 

maintenance.

Chrome coated trolley with wheels
Chrome trolley cart with wheels for easy moving and transportation.

PMDC & BRUSHLESS motor 
Both PMDC (standard) motor & Brushless motor are available.

● Skid-mount carrying type &  wheeled cart 

are both available.

● Full Kit include airless spray gun with tip & safety 

guard, 1/4" (6.5mm) 30ft (15m) high pressure hose, 

lubricating oil, wrenches, and manual.

Stand-up

Piston 
Pump

Piston 
Pump

Brushless motor

05050404

DP-6389i  
1hp 2L

DP-6640i  
1.5hp 2.4L

1.8hp 3L

Airless Paint Sprayer Electric Airless Paint Sprayer 

6740i

Technical data

Motor power 

Max. pumping capacity

Max. Tip size

Max. pressure

Weight (kgs)

DP-6389i(B)(C)

1.0HP/750W

2.0L/min(0.53GPM)

0.021”

200bar/2900psi

17.5kgs(38.5lbs)

DP-6640i(B)(C)

1.5HP/1100W

2.4L/min(0.63GPM)

0.023”

200bar/2900psi

18.0kgs(39.6lbs)

DP-6740i(B)(C)

1.8HP/1300W

3.0L/min(0.79GPM)

0.025”

220bar/3190psi

24kgs(52.8lbs)

DP-6840i(B)

1.8HP/1300W

3.5L/min(0.92GPM)

 0.029” 

220bar / 3190psi

37kgs(81.4lbs)

Multiple configurations is optional;

(C):Mechanical pressure regulator

(i):Electronic pressure regulator

(B):Brushless motor

(L):Horizonal low cart

(H):Stand-up high cart

V-packing

Piston rod

Eliminate downtime, no motor brushes to wear out.

Full variable speed motor adjusts sprayers speed to match tip size.

Three-year warranty without the worries behind.

EzControl 

Dagital display
The accurately spraying pressure and paint 

volume display for easy operation.

Brushless Motor

Mechanical pressure 
regulator type

● Stand-up wheeled cart is available.

● Kit include airless spray gun with tip & safety guard, 

1/4" (6.5mm) 30ft (15m) high pressure hose, lubricating 

oil, wrenches, and manual.

EzPrime for fast cleaning
Turbo pulse clean by fast flush, totally clean 

your machine quickly and efficiently.

Stand-up cart 

Circuit board 
for brushless type

Big volume output
3.5L big volume spraying capacity support large tip size, high 

efficiency for large painting job. Could support 1 gun spraying 

with 527# tip at 180bar pressure, or 2 guns 

spraying with 517 tips at 160bar pressure.

DP-6840iB
1.8hp 3.5L

Our EzControl  system will ensure you 

consistent fan and constant spraying 

pressure with low pulse and tight 

pressure deadband (5%).

Just set your desired pressure easily, and 

the microprocessor will generate the fast 

response when spraying 

Improved packings
Self-adjusting, static packings do not 

require tightening; reducing premature 

wear. One-piece upper and lower 

packings'design longer the lifetime up to 

70% .

DP-6840iL
1.8hp 3.5L
Low cart 

(Brushless motor)

(Brushless motor)
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Portable and lightweight
Convenient and Lightweight (9kgs), with built-in 

carrying handle, easy to take, and easy to store.

6388B

Piston Pump
Powerful Piston Pump offers modular 

components, easy maintenance and less 

problem.

Airless spray gun filter
Built-in Gun Filtering System reduces tip 

clogging and improves finish.

Replaceable worn parts
The piston rod, O-rings, gasket etc. Worn parts 

could be replaced which will save your 

maintenance cost.

DP-6388BRK

DP-6388B provides good spraying performance in a compact, portable design –  making it perfect for small 

size residential painting jobs, from stains, enamel to latex. Easy to spray and easy to clean. Simply connect it to 

hose and gun in minutes.

●Kit include airless spray gun with 515# tip & safety base, 7.5m (25ft) 1/4" hose, and manual.

●Ideal for DIY users, remodelers or property maintenance painters with several painting projects a year. This will 

be the right sprayer for family users who want to repaint his house every 3 or 5 years.

●Recommend to be connected with a paint roller for the refinishing your interior house if you don't want to 

move the chairs, tables, furnitures,... Just cover them with the tape or newspaper, and then start your rolling 

jobs quickly!

DIY
●

maintenance painters with several paint jobs a year

● Lightweight, portable, and easy to store.

● Sprays light coatings from stains to latex.

● Attached with airless spray gun with built-in filter system

● Easy pressure control valve with user-friendly symbols for 

simple selection of operating modes

● Paint roller is also adaptable to this sprayer machine. 

Built-in carrying handle makes moving sprayer and paint 

easier

● It can easily tackles interior projects like walls, ceilings, doors, 

moldings or exterior projects like decks, fences, railings, 

shutters, porches, garage doors, or siding.

● This airless paint sprayer also has on foot storage for 

wrenches, tips, and pump oil bottles for faster set up and 

clean up.

● The Quick release prime system make fast priming every 

time.

 Ideal for do-it-yourselfers, remodelers or property 

DP6310 provides spraying performance in a compacter, more portable design, and lighter weight. It's one of 

our entry-level paint sprayers. It's perfect for light-duty projects such as wall, house, decks, fences, and other 

painting projects. The 6310 supports long hose 7.5meter length so you can extend your reach on the job, 

and the Power Piston Pump assures dependability and fast suction. Easy to use it, just connect the spray gun 

& hose to the machine, and power on your machine. After prime the fluid, then just your spraying quickly.

DP-6310

Enjoy your 

painting, 
and enjoy your life !

DP-6388B

Repair kit 
for DP-6388B

Piston 
Pump

Piston 
Pump

07070606

Airless Paint Sprayer Electric Airless Paint Sprayer 

Easy Pressure Control
Easy Pressure Control with user-friendly symbols 

for simple selection of operating modes from 

low pressure cleaning, medium pressure rolling, 

and high pressure airless painting .

Universal motor 
1/2hp single-phase universal motor with high 

speed, and draw in paint faster.

1/2hp    1.0L

1/2hp  1.0L

Technical data

Motor power 

Max. pumping capacity

Max. Tip size

Max. pressure

Weight (kgs)

DP-6388B

375W

1L/min(0.26GPM)

0.017”

200bar/2900psi

9kgs(19.8lbs)

DP-6310

375W

1L/min(0.26GPM)

0.017”

200bar/2900psi

7kgs(15.4lbs)

● Handheld faster and easier with professional quality finish!

● Designed specifically for small interior and exterior painting applications, 
touch up painting/repairing.

A:Cordless,18V Lithium Ion Power Pack Battery or B: electric power

● Reversible Tips(415)

● Maximum Working Pressure: 2000 psi

This item is being developed and will be finished soon!

DP-EC01 Extreme Coating sprayer

Portable Airless Sprayer



6495(B)

The good quality prime/spray valve 

could be easily adjusted to Prime or 

Spray position. And you can easily flush 

cleaning the fluid passing way after 

spraying.

Our EzOut Manifold filter (60mesh) will 

reduce the tip clogs and ensure you 

nice finish.

The Pump Filter could be disassembled 

by hand easily (no tool needed).

You only need to press the EzOiling 

red button every day before 

spraying, the machine will be self-

lubricated and it will absolutely 

prolong the sprayer's lifetime and 

with less parts replacing/repairing. 

Our EzConnect system will let you connect / 

disconnect the suction tube easily .

The suction tube is swivel for easy put into 

the paint bucket.

●Light weight for easy carrying to up floors.

●Durable fluid pump with longest lifetime, could be interchangeable with Graco 390 /395 / 490 / 495/ 595

●Stainless steel piston rod with hardened chrome finishing.

●Guaranteed quality v-packing which made of leather+teflon.

●Fast replacing the worn parts by using a hammer or wrench to disassemble the fluid pump.

●The DP6495 equipment could support 1 gun spraying with 519 tip at 180bar pressure.

●Stainless wet parts could be used for both oil-based & water-based paints.

●Contents in the package: airless spray gun with tip & safety base, 15m 1/4"hose, oil, 50cm extension pole, manual.

●Brushless TEFC DC motor  (DP-6495B) is available.

EzControl 2.0 

EzOut Manifold filter

EzOiling 

EzConnect

EzFlush Cleaning

Airless Paint Sprayer （Piston pump）

● 6

●Stainless steel piston rod with hardened chrome finishing

●Guaranteed quality v-packings (Teflon + leather).

●Fast replacing the worn parts by using a hammer or wrench to disassemble the fluid pump.

●Stainless wet parts could be used for both oil-based & water-based paints.

●Equipped with 30ft (15m) 5/16" ( 8*15mm ) high pressure paint hose for less vibration and quiet performance.

●Contents in the package: airless spray gun with tip & safety base, 15m 5/16" hose, oil, 50cm extension pole, manual.

●Brushless TEFC DC motor will be ready soon.

Durable fluid pump with longest lifetime, could be interchangeable with Graco 95 / 795

6695
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Our EzControl 2.0 system will ensure you 

consistent fan and constant spraying 

pressure with low pulse and tight 

pressure deadband (5%).

Just set your desired pressure easily, and 

the microprocessor will generate the fast 

response when spraying 

EzControl 2.0 

The good quality prime/spray valve 

could be easily adjusted to Prime or 

Spray position. And you can easily flush 

cleaning the fluid passing way after 

spraying.

Our EzConnect system will let you connect / 

disconnect the suction tube easily without tool.

The suction tube is swivel for easy put into the 

paint bucket.

EzConnect

EzFlush Cleaning

Inflating wheels for easy moving.

Big fluid pump generate 3L volume per minute, which 

could be used for most kinds of residential / commercial / 

interior / exterior painting jobs.

Our EzOut Manifold filter (60mesh) will 

reduce the tip clogs and ensure you nice 

finish.

The Pump Filter could be disassembled easily.

EzOut Manifold filter

Repair kit 
for DP-6495

EzOiling 

EzConnect
EzOut Manifold filter

Piston 
Pump

Piston 
Pump

Electric Airless Paint Sprayer 

09090808

Technical data

Motor power 

Max. pumping capacity

Max. Tip size

Max. pressure

Weight (kgs)

DP-6695

1500W

3L/min(0.79GPM)

0.025”

210bar/3050psi

31kgs(68.2lbs)

DP-6495B 
1.5hp  2.5L
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DP-6495/DP-6495B

1100W

2.5L/min(0.66GPM)

0.023”

210bar/3050psi

20kgs(44lbs)

Technical data

Motor power 

Max. pumping capacity

Max. Tip size

Max. pressure

Weight (kgs)

DP-6495
(Brushless motor) Piston rod + v-packing

 DP-6695RK

DP-6695B
2hp  3.0L

DP-6695
(Brushless motor) Digital pressure display

Our EzControl 2.0 system will ensure you 

consistent fan and constant spraying 

pressure with low pulse and tight 

pressure deadband (5%).

Just set your desired pressure easily, and 

the microprocessor will generate the fast 

response when spraying 



Technical data

Motor power 

Max. pumping capacity

Max. Tip size

Max. pressure

Weight (kgs)

DP-6385(i)

1300W

2.2L/min (0.58GPM)

0.021”

210bar/3050psi

21.5kgs(47.3lbs)

DP-6386(i)

1100W

1.9L/min (0.50GPM)

0.019”

210bar/3050psi

18.5kgs(40.7lbs)

DP-6387(i)

1500W

3.0L/min (0.79GPM)

0.023”

210bar/3050psi

34.5kgs(75.9lbs)

DP-6850

3000W

5L/min  (1.32GPM)

0.033”

250bar/3300psi

65kgs(143lbs)
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6386
6386i   

6850
6387i
6387

6385
6385i    

●

●New improved Control Board for better performance.

●New improved manifold with easy out filter which can be manually disassembled. 

●3-steps Filtering system will reduce the tip clogs and ensure a quality finish.

●Teflon+Leather v-packings & hardened Stainless steel piston rod for long lifetime spraying.

●New improved suction tube for easy directed into the paint bucket.

New improved Electronic Pressure Control for easy adjusting and precise spraying. ●

●New improved Electronic Pressure Control for easy adjusting and precise spraying.

●New improved Control Board for better performance.

●New improved manifold with easy out filter which can be manually disassembled. 

●3-steps Filtering system will reduce the tip clogs and ensure a quality finish.

●Teflon+Leather v-packings & hardened Stainless steel piston rod for long lifetime spraying.

●Powerful permanent magnet DC motor for strong power.

Chrome trolley with telescoping handle & hose wrap, Quick & easy maneuverability.

Electronic EzControl
New improved Electronic Pressure Control for easy adjusting 

and precise spraying. It has much better performance and 

easy controlling.

DP-6385i    

DP-6386i    

Smart Suction
New improved suction tube for easy directed into the paint bucket.

Quality v-packing & piston rod
Teflon+Leather v-packings & hardened Stainless steel piston rod for long lifetime spraying.

Triple filter system
3-steps Filtering system (inlet filter, 

manifold filter, and gun filter) will 

thoroughly reduce the tip clogs and 

ensure a quality finish.

EzOut manifold filter
New improved manifold with easy out 

filter which can be manually disassembled. 

More friendly to the operator and maintain 

the machine.

New Control board
New improved Control Board for better 

performance and last longer life.

DP-6850  

DP-6385   DP-6386  

New

DP-6387i    

DP-6387

Chromed cart 
Chrome trolley with telescoping handle & hose wrap, 

included with bigger wheels, Quick & easy maneuverability.

PMDC motor
Powerful permanent magnet DC motor for strong power.

Quality v-packing & piston rod
Teflon+Leather v-packings & hardened Stainless steel 

piston rod for long lifetime spraying.

Triple filter system
3-steps Filtering system will reduce the tip clogs and 

ensure a quality finish.

EzOut manifold filter
New improved manifold with easy out filter which can be 

manually disassembled. 

New Control board
New improved Control Board for better performance.

EzControl for pressure
New improved Electronic Pressure Control for easy 

adjusting and precise spraying.

Piston 
Pump

Piston 
Pump

Airless Paint Sprayer Electric Airless Paint Sprayer 

11111010

4hp 5L

2hp 3L

1.5hp 1.9L

1.8hp 2.2L
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6820

Technical data

Motor power

Max. pumping capacity

Max. nozzle size

Max. pressure

Weight

DP-6820

1hp 750 Watts

2.0 L/min (0.53GPM)

up to 0,019"

227bar / 3300psi

27kg (59 Lbs)

6818
This airless sprayer is ideal for fast painting from small to medium size indoor / outdoor wall latex 

painting, building decoration, residential etc. Portable airless sprayer includes 15m hose, airless spray 

gun with 517 spray tip, and one extra diaphragm for replacing, manual.  

Quality proven 

inlet/outlet valves
Stainless steel + tungsten carbide 

inlet/outlet valve ensure you 100% 

good performance. Suitable for use 

with coatings from stains to 

emulsion paints.

Reliable pressure 

control valve
Reliable mechanical pressure 

controlling valve, performs like a 

electronic one.

DP-6818

1hp 750 W

2.0 L/min (0.53GPM)

up to 0,019"

227bar / 3300psi

24.5kg (54 Lbs)

●

medium size painting jobs indoor & outdoor, for coating of stains, lacquer, colorant, enamel, acrylic, latex 

etc. No matter it's water-based or oil-based. Kit include 15m hose, airless spray gun with 517 spray tip & 

built-in filter, and one extra diaphragm for replacing, manual. 

● Supports hose length up to 45m maximum, and max.0.019" spray tip

● Ideal for small contractors, and large painting project. 

 1hp airless sprayer on a  wheeled cart delivers 2L fluid per minute . It can handle most kinds of small to 

Technical data

Motor power

Max. pumping capacity

Max. nozzle size

Max. pressure

Weight

DP-6820

1hp 750 W

2.0 L/min (0.53GPM)

up to 0,019"

227bar / 3300psi

27kg (59 Lbs)

DP-6820
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Stainless steel cart
Wheeled cart, for easy moving, and hose 

storing. Easy to move it. 

TEFC induction motor
TEFC induction motor with guaranteed 

reliable quality. No carbon brush, no spark. 

And very low noise.

Reliable pressure 

control valve
Reliable mechanical pressure control valve, 

performs like a electronic one.

Stainless steel 

suction tube
Stainless steel suction tube with 2-layers 

inlet filter, and easy screw-in connector to 

the inlet valve.

Tungsten Carbide 

inlet/outlet valves
Stainless steel + tungsten carbide 

inlet/outlet valve ensure you 100% good 

performance.

Technical data

Motor power

Max. pumping capacity

Max. nozzle size

Max. pressure

Weight Repair kit 
for DP-6818/DP-6820

DP-6818

Diaphragm 
Pump

Diaphragm 
Pump

Electric Airless Paint Sprayer 

13131212

Portable carrying type
Portable airless sprayer in hand-carrying type, with skid-mount feet. easy to take upstairs.

TEFC motor
TEFC induction motor with guaranteed reliable quality. No carbon brush worn, no spark, 

Pressure gage included.
Equipped with oil-filled high pressure gage for easy pressure reading.

Double-layers 

suction filter
2-layers inlet filter will totally stop the dirty 

or grains clogging the spray tip.

5L stainless steel hopper cup

High quality Japanese 

NSK bearing

1hp 2.0L

1hp 2.0L
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6825 6830

Heavy duty airless paint sprayer with 1100w powerful motor, transfer 2.5L fluid per minute, for most kinds of professional 
& commercial painting jobs. 

Technical data

Motor power

Max. pumping capacity

Max. nozzle size

Max. pressure

Weight

Contents in package

DP-6825

1.5hp 1100 W

2.5 L/min (0.66GPM)

up to 0.023"

250bar (3630psi)

30kg (66 Lbs)

One airless spray gun with tip & tip base

One 1/4" * 15m hose

One 50cm extension pole

One extra diaphragm

Manual

DP-6830 & DP-6835

● Extreme duty airless paint sprayer with diaphragm pump 

system.

● Reliable 1500w powerful induction motor, generate 3.0L 

(DP6830) or 3.5L (DP6835) delivering capacity, specially 

designed to be used everyday on all residential, industrial, 

and commercial project.  Capable of supporting two guns 

spraying and long distance painting.

 Technical data

Motor power

Max. pumping capacity

Max. nozzle size

Max. pressure

Weight

Contents in package

DP-6830

2hp  1500 W

3.0 L/min (0.8GPM)

up to 0,025" (one gun) 

or 0.015" (two guns)

250bar (3630psi)

44kgs (97 Lbs)

One airless spray gun with tip & tip base

One 1/4" * 15m hose

One 50cm extension pole

One extra diaphragm

Manual 

DP-6835

2hp  1500 W

3.5 L/min (0.92GPM)

up to 0,029"( one gun)

or 0,017"(two guns) 

250bar (3630psi)

47kgs (103 Lbs)

Two airless spray guns with tip & tip base

Two 1/4" * 15m hoses

Two 50cm extension poles

One extra diaphragm

Manual 

●

● TEFC motor with fast cooling and quiet performance.

● 4-legs grounded compact design, with low vibration.

● Stainless steel + tungsten of carbide inlet/outlet valve ensure you 100% good performance.

● Reliable mechanical pressure control valve, performs like a electronic one.

● Higher pressure (max.250bar) for better atomization, and higher efficiency, ideal for medium to big contractors.

● Supports hose length up to 60m maximum, and max.0.021" spray tip size.

 Belt-driven design result half speed, and totally reduce the parts worn & prolong its lifetime.

Belt-drive design 

for less worn
Belt-driven design result half speed, and 

totally reduce the parts worn & prolong its 

lifetime.

TEFC motor
TEFC (totally enclosed fan cooled) motor 

with fast cooling and quiet performance.

Compact size
4-legs grounded compact design, with low 

vibration.

Quality proven valves
Stainless steel + tungsten carbide 

inlet/outlet valve ensure you 100% good 

performance.

Reliable pressure 

regulator
Reliable mechanical pressure control valve, 

performs like a electronic one.

High pressure up to 250bar
Higher pressure (max.250bar) for better atomization, and higher 

efficiency, ideal for medium to big contractors.

DP-6825

Belt-drive design for less worn
Belt-driven motor with lower speed and less, worn. 

Attached with plastic out cover to protect the motor from 

the dirty / dust / rebounding paint.

TEFC motor
TEFC induction motor with strong power, and reliable 

performance, even works 24 hours a day.

Trolley with pneumatic wheel
Chromed telescoping cart with inflating wheels for easy 

moving.

Gravity & Suction 2 in 1
Could be used in both Suction type (suction tube attached 

already) or Gravity type (Hopper cup is available with extra 

cost)

Quality proven valves
Stainless steel + tungsten carbide inlet/outlet valve ensure 

you 100% good performance and long lifetime.

Reliable pressure regulator
Reliable mechanical pressure control valve, performs like a 

electronic one.

High pressure for excellent 

spraying
Higher pressure (max.250bar) for better atomization, and 

higher efficiency, ideal for medium to big contractors 

with large painting projects.

Longest distance spraying
Supports hose length up to 90m maximum, and max.0.025" 

(for DP6830) or max.0.029" (for DP6835)  tip size.

6835

5L plastic hopper cup

5L stainless steel hopper cup

Electric Airless Paint Sprayer 

Diaphragm 
Pump

Diaphragm 
Pump

15151414

Diaphragm 

Repair kit 
for DP-6825 /DP-6830 / DP-6835

1.5hp 2.5L

2hp 3.5L
DP-6835

2hp 3L
DP-6830
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Feature:    

● Heavy duty design professional airless paint machine with strong power and big paint delivery which 

could be used for high viscosity painting.

● Powerful diaphragm type airless machine could be used for your tough painting spraying jobs.

● Trolley-mounted airless sprayer with 2 inflating wheels for easy moving and less vibration.

● Single-phase induction motor, no electrical brush to wear out, and can be used for long time spraying.

● Attached with 50ft high pressure airless hose with maximum 880bar exploding pressure.

● Attached with pressure gauge for better pressure control and adjusting.

● Use Anti-wear hydraulic anti-wearing oil  46# in the pump body..

Pneumatic Pneumatic 
Airless Paint Sprayer  Airless Paint Sprayer  

Diaphragm 
Pump

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

Electric Airless Paint Sprayer 

DP-6382

High delivery capacity 

Big paint suction drum-filter, big suction 
hose, and big size diaphragm for high 
delivery, which can be used for most kinds 
of latex, putty, oil-based,  etc. tough 

painting jobs.

Full kit attached with airless spray gun 

with 521# reversible self-cleaning tip & 

60 mesh in-line filter, 15M hose, suction 

hose, lubricating oil, repair kit. 

Contents in Package 

1616 1717

6860

Technical data

Motor power 

Max. pumping capacity

Max. Tip size

Max. pressure

Weight (kgs)

DP-6382

1100W

3.6L/min(0.95gpm)

0.023"

220bar/3200psi

46.5kgs(102.3lbs)

DP-6860

2200W

6.0L/min(1.58gpm)

0.033"

220bar/3200psi

52.5kgs(115.5lbs)

DP-6860
Inlet valve

Outlet valve

3hp 6L

1.5hp 3.6L
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301
151
451  

H321
H201
H501
  

Proven quality of mechanical reverser system.

High quality pneumatic airless paint sprayer with reliable Mechanical transducer / reverser, quick action and no ice 

low air consumption. Provides higher efficiency & minimum maintenance, for industrial usage.

Stainless steel fluid pump
K301 use Hardened stainless steel fluid pump and stainless steel piston rod, could be used for both oil-based and 

water-based coating

Durable v-packings
Teflon + Leather V-packings will always works like new,  

only replace it once per year. Save you time and money on 

your maintenance and repairing.

Compact size and light weight
Small size and light weight, ideal for furniture painting, 

factory, steel structure, etc. Commercial or industrial 

painting jobs which last 12 hours every day.

Built-in air filter group
Equipped with air filter regulator & lubricator for easy air 

controlling, filtering, and lubricating. Surely prolong the 

machine's lifetime and performance.

Large manifold filter
The large manifold filter will always ensure you equal and 

nice finishing without pressure fluctuate. Meanwhile 

reduce the tip clogging also.

Pneumatic big wheels
The inflating pneumatic wheels for easy moving on rugged 

jobsite roads.

AAA (Air-assisted airless) for 151
The 151 could be produced in air-assisted airless type, 

attached with AAA airless gun, provide perfect atomization 

and great finishing results, especially for furniture 

woodworking nice finish.

Large manifold filter
The large manifold filter will always ensure you equal and 

nice finishing without pressure fluctuate. Meanwhile reduce 

the tip clogging also.

DP-301

Cart with big wheel
Telescoping trolley with 

big wheels, easy moving 

on rugged roads.  

Air filter group attached.
Equipped with air filter 

regulator & lubricator for 

easy air line controlling, 

filtering, and lubricating. 

Surely prolong the machine's 

lifetime and performance.

Big air motor for more power
Much bigger up air motor for much more stronger power, 

generate more paint delivering capacity. Could support 2 

guns spraying .

Durable v-packings
Teflon + Leather V-packings will always works like new, low 

frequency and low wearing, only replace it once per year.

Pneumatic
Airless Sprayer

Pneumatic
Airless Sprayer

Pneumatic Airless Paint Sprayer 

New

19191818

Model No.

Fluid pressure ratio

Max. paint delivery (L/min)

Cylinder diameter

Max. Pump Speed

Stroke(mm)

App. Air consumption at 6 bar

Air Compressor Pressure

Maximum Discharge

Air Inlet (inch)

Fluid Outlet(inch)

NW(kgs)

DP-301

30:1

6(1.585gpm)

DP-151

15:1

12(3.17gpm)

DP-451

45:1

5(1.32gpm)

153mm

100 cycles per min

100

200-400L/min

5-8 bar

240bar                  120bar                 360bar

1/4

3/8

31.5kgs/69.3lbs    33kgs/72.6lbs    30kgs/66lbs

Model No.

Fluid pressure ratio

Max. paint delivery (L/min)

Cylinder diameter

Max. Pump Speed

Stroke(mm)

App. Air consumption at 6 bar

Air Compressor Pressure

Maximum Discharge

Air Inlet (inch)

Fluid Outlet(inch)

NW(kgs)

DP-H321

32:1

DP-H201

20:1

DP-H501

50:1

250mm

100 cycles per min

100

400-800L/min

5-8 bar

256bar                  160bar                 400bar

3/8

12(3.17gpm) 24(6.34gpm)

46kgs/101.2lbs   49kgs/107.8lbs   43kgs/94.6lbsAir-assisted airless gun

6(1.58gpm)
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6391C

●

● All the equipments are using air reverser device.

● All the equipments are using the hardened chrome coated carbon-steel fluid pump, durable and rust 

proof.

● Teflon + Leather v-packings will last longest lifetime.

● Equipped with air filter regulator & lubricator for easy air line controlling, filtering, and lubricating. Surely 

prolong the machine's lifetime and performance.

● The large manifold filter will always ensure you equal and nice finishing without pressure fluctuate. 

Meanwhile reduce the tip clogging also.

● Equipped with high pressure (500bar) airless spray gun with high pressure airless tip.

● Shut-off air valve, and high pressure outlet ball valve.

● Trolley cart with big wheels for easy moving on rugged jobsite.

 Large selection of pneumatic airless sprayers with different pressure ratio, from 30:1 to 76:1.

6391B
6391A

DP-6391A

DP-6391B

Fluid pressure ratio

Max. paint delivery (L/min)

Free load delivery (L/min)

Cycle per Liter

Cycle per gallon

Max. Pump Speed

Air Motor Effective Diameter (mm)

Stroke (mm)

App. Air consumption at 5bar (L/min)

Air Compressor Pressure Range (bar)

Noise Level  (dBa)

Maximum Discharge pressure (bar)

Air Inlet (inch)

Fluid Outlet (mm)

NW (kgs)

GW (kgs)

Packing size 

Can 2-guns spraying sametime?

DP6391A DP6391B DP6391C

30:1 45:1 38:1 46:1 69:1 45:1 60:1 76:1

20.8L 13.8L 33L 20.8L 13.8L 33L 22L 15L

100  cycles per min

200

100

450

3-6

75

180

1/4

8

55

75

200

100

450

3-6

75

270

1/4

8

55

75

250

100

650

3-6

75

228

3/4

8

67

87

250

100

650

3-6

75

276

1/2

8

64

84

250

100

650

3-6

75

414

3/4

8

64

84

280

100

900

3-6

75

270

3/4

8

79

99

280

100

900

3-6

75

360

3/4

8

76

96

280

100

900

3-6

75

456

3/4

8

73

93

65×70×110cm

100  cycles per min 100  cycles per min

65×70×110cm 65×70×110cm

12                 14　 7      10     14　 7 9  12

48    57   29   40   57   29   36   50

 8.4 7　 13.5 10.4 7　 13.5 11 8

yes no yes yes no yes yes no

DP-6391C

30:1  45:1

45:1  60:1  76:1

38:1  46:1  69:1

Pneumatic
Airless Sprayer

Pneumatic
Airless Sprayer

Applications
  Petrochemical & Pharmaceutical Industries.
  Steel Structural & Tank Painting.
  Furniture Painting.
  Marine Painting.
  Anti-Corrosion Painting.
  Bridge Painting
  Fire proofing Coatings.
  Internal & External Pipe coatings.
  Offshore Industries./ Shipyard
  Roof Coatings.
  Oil tanks paint
  Floor painting
 Container coating

●

●

●

●

●

●

●

●

●

●

●

●

●

Applications
  Petrochemical & Pharmaceutical Industries.
  Steel Structural & Tank Painting.
  Furniture Painting.
  Marine Painting.
  Anti-Corrosion Painting.
  Bridge Painting
  Fire proofing Coatings.
  Internal & External Pipe coatings.
  Offshore Industries./ Shipyard
  Roof Coatings.
  Oil tanks paint
  Floor painting
 Container coating

●

●

●

●

●

●

●

●

●

●

●

●

●

Pneumatic Airless Paint Sprayer 

20 21
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Pneumatic
Airless Sprayer
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6390C
6390D

Petrol / Gasoline 
Airless Paint Sprayer 

Applications

DP-6C could spray thick heavy duty anti-corrosive paint, waterproofing coatings and other conventional oil-based paint.

DP-9C could spray Inorganic zinc coatings, epoxy zinc-rich primer, enamel, fire-resistant coating, other water and oil based paint.

pressure ratio

Paint delivery(L/min)

Inlet pressure(MPa )

Air consumption(L/min)

Cylinder diameter(mm)

Dimension(mm)

Net weight(kg )

DP-6C

65: 1

12

0.4-0.6

250-2400

Ф240

520×430×670

45

DP-9C

33:1

24

0.4-0.6

100-1000

Ф240

460×430×920

55

DP-6390C (63:1) /  (73:1)DP-6390D

DP-6C      DP-9C 

73:1

18

270

127

≥1600

3-7

84

510

82

105

70×66×129

Fluid Pressure Ratio

Max. paint delivery (L/min)

Air Motor Effective Diameter (mm)

Stroke (mm)

Air consumption at 5bar (L/min)

Air Pressure Range (bar)

Noise Level (dBa)

Max Discharge pressure (bar)

NW (kgs)

GW (kgs)

Packing size (cm)

63:1

10

250

127

≥1200

3-6

95

378

75

92

72×60×120

Compressed air-powered, reliable quality with very low failure rate;

Low pressure pulsation, coating uniformity with better quality;

Long stroke, big paint delivery, low-frequency convert, not easy wearing parts 

ensure longer maintenance period and life-time.

6C
9C

2322



Gasoline Airless Paint Sprayer 
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6845

Technical data

Engine power

Max. pumping capacity

Max. nozzle size

Max. pressure

Weight

DP-6845

4hp 3000W

4.5 L/min (1.16GPM)

up to 0.031"

250bar / 3630psi

64kg (140 Lbs)

Technical data

Motor power

Max. pumping capacity

Max. nozzle size

Max. Pressure

DP-3400

6hp 4500W

3.0 L/min (0.8GPM)

up to 0.025"

227bar / 3300psi

DP-3900

8hp 6000W

4.0 L/min (1.05GPM)

up to 0.031"

227bar / 3300psi

Applicable for Latex & acrylic paints, primers, enamels 

& elastomerics, blockfillers and drywall mud.

Gasoline
Airless Sprayer 

Gasoline
Airless Sprayer 

DP-3400 
DP-3900 

New

2524

The DP-6845 Petrol Airless Sprayer equipped with reliable GX160 gasoline engine, Ideal for new construction, or outdoor / 

exterior project where the electricity is not available.

Attached with belt-driven diaphragm pump which generate 4.5L delivering capacity, capable of supporting large tip size, and 

double guns spraying on big jobs.  It could be used for most kinds of large painting jobs.

Features

● The valves are precised machined in stainless steel + tungsten carbide material for long life.

● Adjustable pressure control 0-3650psi / 250bar.

● Powered by 4hp  GX160 Petrol Motor.

● Reliable mechanical pressure control design with no electronic.

● Telescoping handle with hose wrap, Quick easy maneuverability.

● Pneumatic tires for easy transportation on rugged construction job-site.

● Could be used for indoor / outdoor panting, acrylics, enamels, latex, primer, floor painting, 

fire-proofing etc. From medium to high viscosity.

LONCIN Engine with electric start
Full series of equipments with LONCIN engine 6hp, 8hp Which generate the 3L, 4L big volume output. 

Guaranteed satisfied quality and power. 

Quality fluid pump
Proven durable Fluid Pump with Long-life V-packings,and Chromed Rod.

Big size paint hose included
Kit include one airless spray gun with big tip size, and 5/16" (8mm) high pressure hose, for low vibration 

and fast fluid transferring.

LONCIN Engine

New series of Gasoline + 

Piston pumps
Meet request of most professional contractors 

who want to get piston pump for High Viscosity 

coating on the new building / new construction 

job site. Equipped with reliable famous LONCIN 

engine for ensure you the plenty of power for 

your heavy jobs.

Cart with pneumatic tire
Attached with pneumatic tire, this portable 

gasoline airless sprayer could go anywhere the 

job demands and sprays a variety of coatings.

With Electric Start

3400
3900

DP-6845

EzControl

Digital pressure 
display



● Operator spraying controls are located right at the handle 

bars, designed for more comfortable and better control.

You can fine tune the striping system operation without 

stopping

● Provides easier “up to the curb” parking lot striping ,and 

With the Front wheel LOCK system, you can also stripe arcs 

and curves in any angle. 

●High-comfort handle-bar design for greater striper control 

and less operator fatigue

● Tall, low friction easy-roll wheels in big size, push easily for 

less operator fatigue.

● The valves are precised machined in stainless steel + 

tungsten carbide material for long life.

6800
It's the preferred choice with line striping parking lots, athletic fields. It is ideal for most low to medium VOC, waterborne 

traffic paints. This is a great entry level Gas engine powered striper, and can be used for small to medium sized parking 

lots, runways, roads marking, paths and sports fields.
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Technical data                      DP-6800 with diaphragm pump

Engine power                        4hp 3000W

Max. pumping capacity        4.5 L/min (1.16GPM)

Max. nozzle size                   up to 0,031"

Max. pressure                       250bar / 3630psi

Weight                                    75kg (165 Lbs)

DP-3400L                      DP-3900L

6hp 4500Watts                  8hp 6000W

3.0 L/min (0.8GPM)      4.0 L/min (1.05GPM)

up to 0.025"

          

up to 0.031"

Technical data        

Motor power          

Max. pumping capacity        

Max. nozzle size           

Max. pressure   227bar / 3300psi            227bar / 3300psi

● Proven durable Piston Pump with Long-life V-

packings,and stainless piston rod.

● Easy operate, easy control, and easy turn in 

any direction.

● Fluid section has slower-stroking piston, slower 

cycle rate and larger displacement for longer 

performance life.

● Ideal for most low to medium viscosity, 

waterborne traffic paints.

● Versatile gun bracket can be positioned to 

spray on left, right, front or rear of striper.

● Ideal fro small to medium-size line marking 

projects on athletic fields and pavement, parking 

lots, roads marking etc. 

3400L
3900L 

Line
Striper 

2726

New

Road line marking machine

Digital pressure 
display and easy 
pressure regulating

2-guns for double 
line optional

Left and right 
control handle

Airless Line Striper 

DP-6800 

DP-3400L
DP-3900L 
Standard package include 1 gun +1 hose

Airless Line Striper 



Low pressure double-membrane pump 
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● New fluid transferring pump with high capacity, light weight and compact size.
● High quality PTFE  membrane in large diameter, generate big volume output, and  last longer lifetime without 
problem.
● Air valve with double spool.
● High precision paint pressure regulator & output regulator.  
● Low and high manifold with inner diameter enlarged easy for cleaning and inspection.
● Could be used for paint, chemical, oil, fluid transfer etc.

Double-membrane pump

DP-K18
DP-K25

Double-membrane low pressure fluid transfer pump

Double-membrane

Pump

Low pressure

3/8 NPT  " 3/8 NPT   " 1/2 NPT   3/4 " NPT   1"NPT

Model number

Max air pressure 

Liquid inlet and outlet size

Min starting pressure

Max deliver capacity

Air consumption

Max grain diameter

Bare pump weight

DP-K18     DP-K25      DP-K40        DP-K56     DP-K180

"

18L/min

150L/min

1.5mm

3KGS

25L/min

200L/min

2.0mm

3.5KGS

40L/min

350L/min

3mm

4.2KGS

56L/min

350L/min

3mm

4.4KGS

180L/min

960L/min

6mm

9.8KGS

1.6bar

7bar

28 29

DP-K180 DP-K56

DP-K180
DP-K56
DP-K40

DP-K25DP-K18 DP-K40
Precious regulation 
valve assembly

Main spare parts

New
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Injector

DP-A8P

DP-FA50

Foam 
Reactor /S prayer  

Polyurethane Foam Reactor / Sprayer 

Application: Polyurethane foam, 2-components spray, 

spouting, heat insulation, Foam insulate packing, PU 

foam filling jobs, Tank and pipe coating, Roof 

insulation.   

A8P
Polyurethane Foam Reactor / Sprayer 

New

30 31

Pneumatic (Air-driven)

1-ph 220V 50Hz 40A

1:1  

170bar( 17Mpa, 2500psi)

6.0kgs/min (13 lbs/min)

11000~15000W

90°C (194°F)

90M (295ft)

Hydraulic-Driven 

3-ph 380V 50Hz 45A

1:1  to 1:5

200bar (20Mpa, 2900psi)

(or 240bar / 3500psi available)

9.0kgs/min(20 lbs/min)

11000~15000W

90°C (194°F)

90M (295ft)

Hydraulic-Driven 

3-ph 380V 50Hz 45A

1:1  

200bar (20Mpa, 2900psi)

(or 240bar / 3500psi available)

9.0kgs/min(20 lbs/min)

11000~15000W

90°C (194°F)

90M (295ft)

Model                                          HXP20                                            HXP20B                                           AXP15                                         

●

●

●

 Accurate temperature control and easy monitoring for result in good quality of spraying polyurea or Polyurethane material.

 Easy operating, easy cleaning, easy moving, high productivity polyurea or Polyurethane sprayer machine.

 User friendly machine’s control board which indicate all the data of the heating temperature, pressure, and digital volume 

meter for easy monitoring of the A+B two components volume.

Main sprayer 1 set; Self-cleaning spray/injecting gun 2 in 1 1 set; Feeding pump 2 sets; Heating hose 15m 1 set; 
Feeding pump hose 2.5m 2sets ; Gun whip hose 1.5m 2 sets; Rings and Tools 1 set

Drive:      

Voltage / Power

Mixing ratio

Max. Pressure

Max. Output volume   

Heater power(watt)

Max. Heating temperature 

Max. Hose length

Standard configuration: 

HXP20B                                           AXP15                                         

HXP20                                           

Model No.

Drive

Voltage / Power

Mixing ratio

Max. pressure

Max. Output volume   

Heater power(watt)

Heating temperature 

Max. Hose length

    FA50

Air-Driven 

3-ph 380V 50Hz

1:1 or 2:1

200bar (20Mpa, 2900psi)

9.0kgs/min (21 lbs/min)

10,500W

0-80 ℃ 

 90M (295ft)

(176°F)

A8P

Air-Driven 

/

1:1

100bar (10Mpa)

3-8kgs/min

/

/

30m(98ft)

Pressure pump and connector 
are full in stainless steel
Gravity feed hopper attached, 
for each feeding and easy cleaning.

HXP20                                           
HXP20B                                           
AXP15                                         

A20

Polyurea
spray gun

 

1：1 two component spray system

(without heater)

Foam spray gun

(Mixing ratio adjustable)

DP-A20

FA50

Pneumatic (Air-driven)

1-ph 220V 50Hz 30A

1:1  

120bar (12Mpa 1740psi)

8.0kgs/min (18 lbs/min)

8000W

90°C (194°F)

60M (197ft)

Polyurea Sprayer

Polyurea 
Sprayer

A20

For spraying

For injection
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Putty / Plaster / Mortar Sprayer 

N1 
N2N5

1. Control box: the core of the machine, to drive the motor, air&water pump.

2. Safety cover& quick unpack gear&material hopper: the material can be unpack by the gear on the net cover, and be even 

poured into the tank.

3. Quick snap: easy to fix the material hopper and the cart.

4. 4 KW motor&retarder: to drives the twister for material transportation.

5. Stirrer tank:quick and even mixing material.

6. Water inlet: lead water into the machine from outside.

7. Spinning form twister&Screw Pump: the material will be transport to the outlet by the screw pump after the quick and even 

mixing by twister. 8. Pressure controller+adjust the pressure of the mortar pipe to avoid the suddenness mortar pipe connector; 

very easy to connect with the machine.

9. Water regulating valve;adjust the rate between water and material.

10. 2.2KW Twin-piston air compressor with aluminum housing: offer enough air pressure for the atomization of the spray outlet.

11. Mixing tube : for material processing.

12. Star wheel Motor: drive the material from the hopper to mixing tube.

13. Cart with four wheels; with high load bearing, resist pressure,solid drag link, multidirectional wheels, easy transportation.

DP-N5

DP-N2

DP-N1

  
Cement mortar
Sprayer 

Putty / Plaster 
Sprayer 

1. 1 KW motor&retarder: to drives the twister for 

material transportation.

2. 25L material hopper: for material storage

3. Control box: the core of the machine, to drive 

the motor, and air pump.

4. 2.2KW Twin-piston air compressor with 

aluminum housing: offer enough air pressure for 

the atomization in the spray outlet.

5. Spinning form twister&Screw Pump: the 

material will be transport to the outlet by the 

screw pump after the quick and even mixing by 

twister.  

6. Cart with four wheels; with high load bearing, 

resist pressure,solid drag link, multidirectional 

wheels, easy transportation.

1. Control box: the core of the machine, to drive the 

motor, and air pump.

2. 4 KW motor&retarder: to drives the twister for 

material transportation.

3. 2.2KW Twin-piston air compressor with aluminum 

housing: offer enough air pressure, also the air for 

the atomization of spray gun.

4. 50L material hopper: for material storage

5. Spinning form twister&D6-3 Screw Pump: the 

material will be transport to the outlet by the screw 

pump after the quick and even mixing by twister.  

6. 33.5cm lead screw: fix the screw pump for easy 

working.

7. Mortar pipe connector; very easy to connect with 

the machine.

8. Cart with four wheels; with high load bearing, 

resist pressure,solid drag link, multidirectional 

wheels, easy transportation.

9. Lamp: it will be available to work during the 

nights

10. Quick snap: easy to fix the material hopper and 

the cart.

Cement mortar sprayer

(auto-mixing)

Cement mortar sprayer

(without mixing)

Putty plaster sprayer

32 33

Model number

Voltage

Motor power

Delivering Pressure

Delivering Height

Delivering Distance

Nozzle size

Capacity

Net weight(kgs)

Gross weight (kgs)

DP-N1

220v

1kw

20bar

3-15m

1-50m

4,6,8mm

25L(6.6gpm)

115kgs/253lbs

140kgs/308lbs

DP-N2

380v

4kw

30bar

10m

1-50m

10,12,14mm

50L(13.21gpm)

212kgs/466.4lbs

238kgs/523.6lbs

DP-N5

380v

4kw

30bar

10m

1-50m

10,12,14mm

50L(13.21gpm)

380kgs/836lbs

460kgs/1012lbs



Electric HVLP paint spray  gun  kit

DP-001

34 35

● Easy to use, high efficiency 

● Work great with variety of coatings. 

● It could be used for all kinds of paint, on all kinds of material, ideal 

 for industry, woodworking, Industrial application, fence, home user etc.

● Kit Including 800cc cup spray gun, 1.5M flexible air hose, 

   brass nozzle.(DP-6152)

● Metal gun 

● Adjustable nozzle provides 3 different types of spray patterns.

● Adjustable knob to regulate paint flow.

● Shoulder strap for easy carrying around when working.

is optional.

Model No.

Voltage~Frequency

Power

Working pressure

Air intake

Nozzle

Container Capacity

Air Hose Length

Net weight

DP-001          DP-6152                       DP-007       

110V/60HZ or 220V/50HZ

650W

3-4psi

1300L/min

2.0/2.5mm     1.0/1.8/2.0mm         2.0/  2.5mm 

800ml        

1.5M          

1.5KGS 3KGS 

DP-007

●

●

●

Low power consumption and low noise

Not ideal for big size painting jobs but it must be the perfect one for your home

  / garden / fence / framing / window / door / wall painting jobs. 

High Volume Low Pressure design makes economical painting with less overspray 

DP-6152

Model No.

Voltage~Frequency:

Power:

Working pressure

Air intake

Nozzel:

Container Capacity:

Air Hose Length:

Net weight:

 PZ-001

650w

3~4 psi 

1400L/min

800ml

1.5m

2KGS

  DP-005

350W

3 4 psi~

1000L/min

2.0/2.5mm

800ml

1.5m

1.5KGS

  DP-003

3 4 psi~

1300L/min

800ml

2KGS

  DP-008

700 W

2~5  psi

1400 L/min

800 ml

3 m

4.5KGS
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DP-007

Gun with 
brass needle/nozzle

Electric HVLP paint spray  gun  kit

DP-001

DP-6152

  DP-003

DP-008

PZ-001
Paint zoom

●

●

●

 Adjustable nozzle provide 3 different type of spray patterns: vertical, horizontal, and circular;

 Adjustable knob to regulate paint flow;

 Soft grip handle.

●

●

●

●

 

 

Telescopic trolley handle and wheels for easily moving around;（DP-008）

Built-in station for gun set;

 Built-in cavity for neat storage of hose as long as 3.5 meters;

 Hooks for winding power cord;

DP-005

Electric 
spray  gun 

Electric 
spray  gun 

PZ-001
DP-003

  DP-005
DP-008

Alu.Cup is optional

Fine finish Turbine HVLP sprayer (hot air)
will be available soon.
For industrial / professional painters. 

(with Brass nozzle needle)

Size: 1.0/1.5 /
         1.8/2.0mm

650W

110V/60HZ or 220V/50HZ

1.5M          

2.0/2.5mm

650W350W

700ml

N/A

1.6KGS
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Airless Parts
Accessories

DP-6370  Airless spray gun with tip & tip guard

Max.270bar / 3920psi pressure

Inlet connector: 1/4"NPSM, 1/4"PT, M16*1.5

Output connector: 11/16", 7/8"

4-finger trigger 

Anodized aluminium casting gun body with light weight (0.62kgs).

Built-in airless filter could be easily replaced. 

(standard filter included is 100mesh yellow color)

With Auto-cleaning reverse airless tip.

Swivel free inlet connector.

Airless Parts Accessories

6370
6371

36 37

Designed for pneumatic airless paint sprayer. For professional use only.

Airless spray gun mixed with compressed air, for super finishing result. Ideal for furniture / automotive / woodworking etc. 

Fine finish gun with reversible airless tip. The air outlets are positioned at precise locations to provide an optimal finish.

Light-weight, compact design.

Ergonomic design & easy trigger pivot reduce operator fatigue.

Type of Feed: Pressure

Standard Nozzle: 0.43mm(517)

Optional nozzle: 0.28mm-0.48mm

Operating pressure: 1000-4000psi

Patten width: 250-310mm

Paint distance: 30cm

Paint inlet connection: 1/4-NPSM or 1/4PT

Air-Assisted Airless Spray Gun
G40

G40

DP-6371  Airless spray gun with tip & tip guard

Max.270bar / 3920psi pressure

Inlet connector: 1/4"NPSM, 1/4"PT, M16*1.5

Output connector: 11/16", 7/8"

4-finger trigger 

Anodized aluminium Forged gun body for light weight (0.58kgs) 

and high pressure .

Built-in airless filter could be easily replaced.  (standard filter 

included is 100mesh yellow color)

With Auto-cleaning reverse airless tip.

Swivel free inlet connector.

Air-Mixed Airless Spray Gun

Airless spray
Gun
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DP-6375L Straight handle airless spray gun 
with swivel outlet, with tip & tip guard

DP-6377 

High pressure 

airless spray gun

Designed for pneumatic airless paint 
sprayer (without filter inside.) 
Max.pressure: 500bar / 7250psi

Inlet connector: 1/4"NPSM, 1/4"PT, 
M16*1.5

Outlet thread:  7/8", 11/16", M16*1.5

With 50cm extension pole

DP-6376L Silver Plus type airless spray gun (w/o filter inside)
with 50cm extension pole

6375
6376
6377
6374

High pressure
Airless Gun

637T

DP-6375 Straight handle airless spray gun with 

swivel outlet, with tip & tip guard

DP-6376 Silver Plus type airless spray gun (w/o filter inside)

Large fluid passing way for big painting project

Painting go through the tip nozzle directly, without touch to the needle or spring. 

Reduce the parts worn or rusting.

2-finger or 4-finger types are both available.

Max.pressure: 345bar / 5000psi   

Outlet thread: 11/16" or 7/8".  

Inlet connector: 1/4"NPSM, 1/4"PT, M16*1.5

DP-637TX  Reversible Airless tips & tip gasket combo kit

Airless tip in RAC X type, used for new Graco contractor guns.

Stainless steel shank + Tungsten carbide orifice

New material tip gasket, for easily reversed for cleaning.

Tip Shank Diameter: 11.4mm  

Max.5000 PSI (345 BAR)

Guaranteed perfect quality, fine atomization. Over 5000 m2 lifetime.

Tip size available: from 0.011" to 0.035" (2xx to 6xx)

DP-637T5  Reversible Airless tips & tip gasket combo kit

Airless tip in RAC V type, used for old Graco guns.

Stainless steel shank + Tungsten carbide orifice

Nylon + stainless steel tip gasket, Durable 

and easily reversed for cleaning.

Tip Shank Diameter: 11.1mm  

Max.5000 PSI (345 BAR)

Tip size available: from 0.011" to 0.035" (2xx to 8xx)

DP-637TT  Reversible Airless tips & tip gasket combo kit

Stainless steel shank + Tungsten carbide orifice

Nylon + stainless steel tip gasket, Durable and easily reversed for cleaning.

Tip Shank Diameter: 11.1mm  

Max.5000 PSI (345 BAR)

This tip could fit Titan, Wagner, ASM, Airlessco etc. 

Most kind of airless guns.

Guaranteed perfect quality, fine atomization. Over 5000 m2 lifetime.

Tip size available: from 0.011" to 0.035" (2xx to 6xx)

Best quality, best selling.

Airless tips
nozzles

DP-637G

Airless Parts Accessories

38 39

500bar high pressure airless gun

Designed for pneumatic airless 
paint sprayer (with filter inside.)  
Max.pressure: 500bar / 7250psi

Inlet connector: 1/4"NPSM, 
1/4"PT.

Outlet thread:  7/8", 11/16".

DP-6374

High pressure 

airless spray gun

Max.270bar / 3900psi pressure

Inlet connector: 1/4"NPSM, 1/4"PT, M16*1.5

Output connector: 7/8"

4-finger trigger 

Built-in airless filter (standard is 60mesh white color)

Straight design reduce the hand fatigue for long time spraying, 

and easy spray to any angle.

Example: For a tip with a .017" orifice and a 10" - 12" fan pattern, order DP637T-517  
Reversible Tip.  Fan width of a spray pattern is measured at 12" from the surface.

inch

0.011"

0.013"

0.015"

0.017"

0.019"

0.021"

0.023"

0.025"

0.027"

0.029"

0.031"

0.033"

0.035"

4" -6" Fan

211

213

215

217

219

221

223

225

6" -8" Fan

311

313

315

317

319

321

323

325

327

329

331

333

335

8" -10" Fan

411

413

415

417

419

421

423

425

427

429

431

433

435

10" -12" Fan

511

513

515

517

519

521

523

525

527

529

531

533

535

12" -14" Fan

611

613

615

617

619

621

623

625

627

629

631

633

635

   gpm

0.12

0.18

0.24

0.31

0.38

0.47

0.57

0.67

0.77

0.9

1.03

1.17

1.31

   L/min

0.45

0.68

0.91

1.17

1.44

1.78

2.16

2.54

2.91

3.41

3.9

4.43

4.96

Orifice 
Size Fan Width - Inches Flow Rate Application

Stain or Lacquer

Oil Base Paint

Latex Paint 

/ Acrylic / Enamel

Heavy latex

Elastomeric 

/ Blockfiller 

/ Primer

150mesh (red)

Filter

100mesh (yellow)

60mesh (white)

30mesh (green)

60mesh (white)

100mesh (yellow)

Chart for airless tips

Blister Package

Gun Repair Kit
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Stainless steel 

+ welded

A. Plug-in type,   

B. Thread screw-in type

DP-637F30  
Green (30 mesh)  

DP-637F60  
white (60 mesh)  

DP-637F80  
white (80 mesh)  

DP-637F100  

yellow (100 mesh) 

DP-637F150  

red (150 mesh) 

DP-637F180  

red (180 mesh) 

Airless filters 

637F
637FG  

Airless filters 

DP-637F30  Green (30 mesh)  

(Suitable for tip size: 0.027", 0.029", 0.031", 0.033")

DP-637F60  white (60 mesh)   

(Suitable for tip size: 0.019", 0.021", 0.023", 0.027")

DP-637F80  white (80 mesh)   

(Suitable for tip size: 0.019", 0.021", 0.023")

DP-637F100  yellow (100 mesh)  

(Suitable for tip size: 0.013", 0.015", 0.017")

DP-637F150  red (150 mesh)  

(Suitable for tip size: 0.009", 0.011", 0.013")

DP-637F180  red (180 mesh)  

(Suitable for tip size: 0.009", 0.011", 0.013")

Airless filters for spray gun
Stainless steel + welded

(A. Plug-in type,   B. Thread screw-in type)

Airless filters for spray gun
Stainless steel + welded

(A. Plug-in type,   B. Thread screw-in type)

Airless filters for spray gun
Stainless steel + welded

(A. Plug-in type,   B. Thread screw-in type)

Airless filters for spray gun
Stainless steel + welded

(A. Plug-in type,   B. Thread screw-in type)

#

#

#

#

#

#

DP-637FG  Airless filter for Graco guns

Size: 7.3mm diameter , 111.5mm height

DP-637FG60   black (60 mesh)  

DP-637FG100  blue (100 mesh)  

Fit Graco (Screw-in end)

DP-637FM  Airless filter for pump manifold

Size: 27mm diameter, 144mm height 

Filter with wing: Fit Graco / Airlessco / Asturo etc.

Filter without wing: Fit Larius, Titan, etc.

DP-637FM30  30 mesh    (637FM30W  without wing)

DP-637FM60  60 mesh    (637FM60W  without wing)

DP-637FM100  100 mesh  (637FM100W  without wing)

DP-637FM150  150 mesh  (637FM150W  without wing)

DP-637FM200  200mesh   (637FM200W  without wing)

DP-637FT  Airless filter for pump manifold

Size: 27mm diameter, 72mm height 

Filter Fit Graco / Larius etc.

DP-637FT30  30 mesh     

DP-637FT60  60 mesh     

DP-637FT100  100 mesh  

DP-637FT150  150 mesh  

DP-637FT200  200mesh

DP-637SF  Suction filter  

Size: 3/4", 1", 1-1/4", 

One-layer or Two-layers are available.

DP-637FB  Airless manifold filter for Graco pumps

Size: 20.6mm diameter , 91mm height

DP-637FB60   black (60 mesh)  

DP-637FB100  blue (100 mesh)  

Airless Parts Accessories

B: Screw-in type

A: plug-in type

40 41

DP-637S  Safety guard / tip holder

Size: 7/8", 11/16"

Max. 5000 PSI (345 BAR)

(For graco RAC X tips)

11/16"             
7/8"

637FM
637FT
637FB
637SF

637S

Safety Guard

Safety base
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DP-637H  High pressure airless painting hose (with spring protected at both ends)

Color: Blue, Red, Yellow, Black

The hose is conductive (static free)

UL approved.

Material: nylon inner tube, Polyurthane covered.

DP-637H01

1/4"*15M

DP-637H03

3/8"*15M

2-layers WIRE  braided   (Standard SAE100 R7)

Model

637H02

637H03

637H04

Size

inch

1/4"

5/16"

3/8"

1/2 "

Bar

400

380

350

310

psi

5800

5500

5070

4490

Working 
pressure    

Bursting 
pressure

mm

6.3X13.3

7.9X14.9

9.5X16.7

12.7X19.8

Bar

1450

1300

1160

1050

Psi

21000

18850

17400

15900

Diameter 
(in*out) Model

637H05

637H06

637H07

637H08

Size

inch

1/4"

5/16"

3/8"

1/2 "

Bar

340

310

250

220

psi

4930

4495

3625

3190

Working 
pressure    

Bursting 
pressure

mm

6.3X12.7

7.9X115.0

9.5X18

12.7X21.6

Bar

1360

1240

1000

880

Psi

19270

17980

14500

12760

Diameter 
(in*out)

DP-637PR  

Paint Roller (for airless sprayer)

With extra long tube (150cm) for high rolling jobs 

Ideal for refinishing your house.

Recommend to connect with DP6375 straight-hand 

airless spray gun

DP-637LT  Extension pole for airless spray gun 

(Aluminium material)

DP-637LT15  15cm extension pole

DP-637LT30  30cm extension pole

DP-637LT50  50cm extension pole

DP-637LT75  75cm extension pole

DP-637LT100  100cm extension pole

DP-637LT150  150cm extension pole 

DP-637LS15  15cm extension pole with swivel safety guard

DP-637LS30  30cm extension pole with swivel safety guard

DP-637LS50  50cm extension pole with swivel safety guard

DP-637LS75  75cm extension pole with swivel safety guard

DP-637LS100  100cm extension pole with swivel safety guard

DP-637LG Extension pole with safety guard
(tip not included)

DP-637LG15  15cm extension pole with safety guard

DP-637LG30  30cm extension pole with safety guard

DP-637LG50  50cm extension pole with safety guard

DP-637LG75  75cm extension pole with safety guard

DP-637LG100  100cm extension pole with safety guard

DP-637LS Extension pole with swivel safety guard
(tip not included)

DP-637SG  Swivel Hose Connector

Size: 1/4"*1/4", 3/8"*3/8", 1/4"*3/8" etc.

Thread in BSP, PT, NPSM, and Metric size

Available in female or male end.

DP-637SP
Swivel free connector for extension pole

Size: 7/8", or 11/16"

Max.pressure: 250bar

DP-637C   Hose Connector

Size: 1/4"*1/4", 3/8"*3/8", 1/4"*3/8" etc.

Thread in BSP, PT, NPSM, and Metric size

Material: steel

DP-637CS
Swivel free connector 

for airless gun or machine

Material. Aluminum & stainless steel

Max.pressure: 250bar

637H01

Extension poles
Paint roller

Airless Hose
Connectors

Airless Parts Accessories

637LT
637LS
637PR
637S

637H
637CS
637SP
637C

42 43

2-layers FIBRE braided   (Standard SAE100 R7)
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Inlet valve for diaphragm pump

Pressure control valve

Fluid pump for

Pressure gage

Suction & prime tube for pneumatic airless

Outlet valve 

Piston rod & v-packings 
for piston pump 

Suction system for diaphragm pump

Piston rod & v-packing
for pneumatic airless K301

DP6695

DP6695

Airless
Accessories

Airless 
Accessories

Airless Parts Accessories

Parts
For 
pump

Parts
For 
pump

44 45

For diaphragm pump
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